VALLEY DETAIL

(To be used for slopes in excess of 14°)

200 mm min.

In some cases it is recommended to provide
snow guards.

in part, not related to the installation of VM Building Solutions products, is

1. VMZ Standing Seam in VMZINC® PLUS
2. sheet clip in VMZINC® PLUS,

th=0.7 mm, w=80 mm, 2 per m
3. continuous welt strip, soldered continuously
4. water flow controler
5. VMZINC Membrane
6. valley gutter in VMZINC® PLUS

7. insulated metal panel, in accrodance with specifications.

R=overlap, see installation guide of
VMZ Standing Seam

and is the sole property of VM Building Solutions. Any use/distribution of the design, in whole or

In some conditions a water flow controler,
can be necessary.
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unauthorised and strictly prohibited.

The confidential informati

nsible for adaptation to the definitive characteristics of the project.

Spol

. The author is res;

of VM Building Solutions

of the Project Support Bureau

arried out free of charge, based on the elements in possession

This study is c:

rdance with the "Design and specification requirements" from the last edition of VMZINC®, produced by VM Building Solutions.

ried out in accor

Work must be car

VMZINC

STANDARD DETAIL

Ref : VMZ-SN-CP-KI-b1l Date : 2022

VM Building Solutions UK Collier House, Mead Lane, Hertford, SG13 7AX Tel: 0203.445.5640

VMBUILDINGSOLUTIONS




	Sheets and Views
	A3 UK


