JUNCTION GUTTER

1. VMZ Standing Seam in VMZINC® PLUS
2. continuous eaves apron strip in VMZINC® PLUS
3. folded strip in VMZINC® PLUS,
th=0.7 mm, continuous
4. sheet clip in VMZINC® PLUS,
th=0.7 mm, w=80 mm, 2 per m
5. loadbearing structure
6. continuous sheet strip in VMZINC® PLUS, th=0.7 mm
7. tlashing in VMZINC® PLUS
8. VMZ Gutter bracket
9. VMZ Gutter
10. rafter, 5 mm thinner than the insulation
11. VMZINC Membrane
12. Metdeck composite panel, incorporating an 18 mm
WBP plywood factory bonded to the Resol foam
13. vapour barrier - type Aluminium foil with bitumen
14. vapour barrier support (plywood or structural metal deck)
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uthor is
of VMZINC®, produced by VM Building Solutions.

.Thea

ureau of VM Building Solutions

design document is protected by intellectual property rights and is the sole property of VM Building Solutions. Any use/distribution of the design, in whole or in part, not related to the installation of VM Building Solutions products, is
f the Project Support B
requirements" from the last edition

ge, based on the elements in possession of the Project Suppor
mce with the "Design and specification

VMZINC

STANDARD DETAIL

Ref : VMZ-SN-MD-GO-b1 Date : 2022

VM Building Solutions UK Collier House, Mead Lane, Hertford, SG13 7AX Tel: 0203.445.5640

BUILDING




	Sheets and Views
	A3 UK


