]UN CTIONS SKYLIGHT Penetrations must not interupt more than three seams.

At this level, expansion of the VMZINC® must be,
(Slope above 3° (5 %)) towards the ridge not the eaves,
= no VMZ Fixed clip at the ridge.

laid seam, soldered continuously

e e iy VMZ Standing Seam in VMZINC PLUS
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in part, not related to the installation of VM Building Solutions products, is

cteristics of the project.

skylight

responsible for adaptation to the definitive chara

. The author is

of VMZINC®, produced by VM Building Solutions.

. VMZ Saddle piece
overview

1. VMZ Standing Seam in VMZINC® PLUS
2. VMZ Saddle piece
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The confidential information in this design document is protected by intellectual property rights and is the sole property of VM Building Solutions. Any use/distribution of the design, in whole or

3. water conductor piece, min. slope 0.5° i
P 4. skylight flashing ﬁ
l 5. roof boarding i<
| 6. Metdeck composite panel, incorporating an 18 mm uf
AN WBP plywood factory bonded to the Resol foam £5
:| N 7. sheet clip in VMZINC® PLUS,
|: th=0.7 mm, w=80 mm, 2 per m Z‘;
I . 8. dubble welt in VMZINC® PLUS, 5 b
:' Sectlon CC continuously soldered f“
I: [|_ 9. VMZ Standing Seam fold, laid and soldered &*é
:| 10. VMZINC Membrane
|{ 11. vapour barrier-Aluminium foil with bitumen j:4
Jl.:{ [@ 12. vapour barrier support (ply. or struct. metal deck) 5;5
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